
   

 
Steer – Imperial Steer – Metric  Drives – Imperial Drives - Metric 
     
Single – 2 Tires Single – 2 Tires  Single – 4 Tires Single – 4 Tires 
10” – 5100kg 255mm – 5100kg  10” – 9100kg 255mm – 9200kg 
11” – 5600kg 275mm – 5500kg  11” – 10000kg 275mm – 9900kg 
12” – 6100kg 295mm – 5900kg  12” – 11000kg 305mm – 11000kg 
13” – 6600kg 305mm – 6100kg    
14” – 7100kg 315mm – 6300kg  Tandem – 8 Tires Tandem – 8 Tires 
15” – 7600kg 335mm – 6700kg  10” – 18150kg 255mm – 18400kg 
16” – 8100kg 385mm – 7700kg  11” – 20000kg 275mm – 19800kg 
18” – 9144kg 425mm – 8500kg  12” – 21800kg 305mm – 22000kg 
 445mm – 8900kg can permit to 9144kg    
     
Tandem – 4 Tires Tandem – 4 Tires  Tridem – 12 Tires Tridem – 12 Tires 

10” – 10200kg 255mm – 10200kg  10” – 27200kg 255mm – 27500kg 
11” – 11200kg 275mm – 1100kg  11” – 30000kg 275mm – 29700kg 
12” – 12200kg 295mm – 11800kg  12” – 32660kg 305mm – 32900kg 
13” – 13200kg 305mm – 12200kg    
14” – 14200kg 315mm – 12600kg    
15” – 15200kg 335mm – 13400kg    
16” – 16200kg 385mm – 15400kg    
18” – 18288kg 425mm – 17000kg    
 445mm – 17800kg can permit to 18288kg    

 

Bridge Branch Approval is required when: 
- A non-permanently mounted unit is weighing more than 25,000kgs  

on a tri-drive 
- A unit is over 27,000kgs on any given axle 
- A unit’s GVW is greater than 70,000kgs  
(Roadata Services Ltd is not responsible for errors or omissions on this document. All information subject to change at any time.) 
(Information based on Saskatchewan Primary and Secondary highways only. Rural Municipalities can further restrict axle group weights.) 

 

   HEAVY HAUL       

  MAX PERMIT WEIGHT  SASKATCHEWAN 
  for DRIVES     

  Road Ban Information Line  1-877-236 -6445 Provincial Permits : 1 - 888 - 444 - 9288 

  Web Site: Roadata .com      Municipal Permits : 1 - 888 - 830 - 7623 

 


